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Description 

FAAC 424 D 24V (MPN 790938) control board V4 - 424 D 24V control board V5

Technical Specification
Supply voltage of transformer 230/115 V~ (+6 -10%) - 50/60 Hz.
Supply voltage of control unit 24 V~ (+6 -10%) - 50/60 Hz.
Absorbed power 3 W
Motor max load 70 W x 2
Accessories max load 24Vdc 500mA
Flashing lamp/Courtesy light max. load 24Vdc 15W max.
Operating ambient temperature -20°C +50°C
Protection fuses 4
Function logics Automatic / Stepped Automatic / Semiautomatic / Stepped Semiautomatic /
Condo type
Opening / closing time Through self-learning during programming
Pause time Through self-learning during programming
Thrust force Four levels adjustable on display
Decelerations Opening and closing
Terminal board inputs Power supply 24V~ / Battery supply / Encoder
Total opening / Pedestrian opening / Opening-closing safety devices
/ Stop / Opening-closing limit-switch
Radio connector Rapid 5-pin connector
Terminal board outputs 24Vdc power supply to accessories / 24 Vdc Motors / 24 Vdc
Courtesy light-Flashing lamp / 12 Vdc/~ Electric lock
Board dimensions 165 x 130 mm.
Characteristics of 230V~ toroidal transformer prim. 230V~ / sec. 22V~ / 120VA
Characteristics of 115V~ toroidal transformer prim. 115V~ / sec. 20V~ / 120VA
Characteristics of optional batteries 12V - 4 Ah / dimens. 90 x 70 x 108 mm.
Characteristics of outdoor enclosure 305 x 225 x 125 mm. - IP55
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